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HLHP Series             Fact Sheet 
  

High Pressure Aerosol Water-Based Odor Control System 

 

 
Description and Use 

  

Hinsilblon’s HLHP Series High Pressure 
Aerosol Odor Control System is ideal for the 
treatment of fugitive nuisance odor emissions.  

 

The High Pressure Odor Control Unit will dilute 
a blend of pure and natural, biodegradable 
essential plant oils with water to form an Odor 
Neutralizing Solution. 

 

As the Odor Neutralizing Solution and the 
fugitive nuisance odors contact one another, the 
odor will be neutralized. 
 
Hinsilblon’s HLHP Series is an affordable 
solution for a wide variety of nuisance odors. 
 
 
Features 

  

• Durable and dependable Baldor Motor comes 
pre-lubed and pre-sealed for life. 

 
• Hypro Pump provides the pressure required 

to atomize the odor neutralizing solution. 

 
 

• Ball float included and interlocked with 
circuit for applications with water storage 
tanks as the water supply source. 

 

 

 
 

HLHP Odor Control Unit 
 
 
 

• NEMA 4 Weatherproof Control Panel 
with Motor Starter and H-O-A Switch.  
 

• System comes complete with water filter 
housing and 10 micron filter cartridges. 
 

• Pressure switch included and interlocked 
with circuit for applications with city 
water or a pressurized well water supply. 

 
 

  
Model Avg. Usage HP Voltage Amperes Flow Max. Pressure Coverage: Feet 
HLHP500 15 gal / mo. 2  110 / 220 17.2 / 8.6 3.0 gpm 2,000 psi 500’ 
HLHP1000 30 gal / mo. 5 230 / 460 14  /  7 4.8 gpm 2,000 psi 1,000’ 
HLHP1500 60 gal / mo. 10 230 / 460 23 / 11.5 8.0 gpm 2,000 psi 2,000’ 

 





 

Water Driven Systems 
 

 
 

 

 

System 
1,000 Foot 

67 Nozzles 

0.02” Diameter 

 

 

Water Usage 
4 

Gallons Per Minute 
 

240 
Gallons Per Hour 

 

5,760 
Gallons Per Day 

 

172,800 
Gallons Per Month 

 

2,073,600 
Gallons Per Year 

 
 
 

Water Cost  
$4 - $8 / 1,000 Gallons 

$8,000 - $16,000 
Per Year 

 



  1000 Foot 

 

 

 

 
 

 
WATER – DRIVEN 

 

  
AIR – DRIVEN 

 

 

 
Synthetic Chemistry 

and Surfactant 
PRODUCT  100% Natural Plant Oils 

 

 

1 – 2 Gallons per day  USAGE  1 – 2 Gallons per day 

 

 
4.8 Gallons per minute 

2,522,880 Gallons per year 
WATER  NONE 

 

 
.02 Inch Diameter 

Spray Systems LNN – 1 
Spaced 15 feet apart 

NOZZLES 
.25 Inch Diameter 

Drilled Holes 
Spaced 6 feet apart 

 

 
1,000 PSI 

3/4” Diameter Hose 
JIC Crimped Fittings 

DISTRIBUTION LINE 
2 PSI 

4” Diameter Hose 
Cam Lock Fitting 

 

 
1,000 PSI 

High Pressure 
Water Pump 

DRIVER 
2 PSI 

Regenerative Air Blower 
 

 

  10 Micron Filters 
Pump Seals 

Nozzle Cleaning 
Oil Change 500 Hours 
Freezing Protection 

MAINTENANCE 
Air Filter 

 

 

         

Note:  Dilution Water is not an odor neutralizer, an odor counteractant or a masking agent.  If the purpose of 
dilution water is to reduce costs, simply turn back the chemical feed pump.  Adding dilution water through a water 
driven system or evaporating water in an air driven system provides no odor control benefit. 




